
Installation instructions, accessories XC90 

Multimedia system, RSE, two screens, with two players 

Equipment 

16 Wire Tie

T-20



_______________________________________________________________________ 

INTRODUCTION 

Read through all of the instructions before starting installation. 

Notifications and warning texts are for your safety and to minimize the 

risk of something breaking during installation. 

Ensure that all tools stated in the instructions are available before starting 

installation. 

Certain steps in the instructions are only presented in the form of images. 

Explanatory text is also given for more complicated steps. 



01 

02 

03 
Remove the panel.

04 
Remove the screw.

Pull the panel out. 

Pull  panel down. 

1. preparation



05 

Adjust the seat to front position. 

06 
1. Set the ignition key to position  0. 
2. Remove the battery's negative cable. 

Note! 

Wait at least three minutes before unplugging the 

connectors or removing other electrical equipment. 

The SRS system remains active for a brief period after 

power is disconnected. Thus, wait three minutes before 

starting work. 

07 
Pry out the panel.



08 
1. Remove the panel.

2. Pry out the panel.

09 
Remove the screw at left and right side x 2.

10 

Remove the screws 2 torx screws. 

2. Remove the seats and headrest



11 

Note! 

The graphic shows the back of the component before 

removal. 

12 

13 

Remove the marked part. 

Lift up and turn.



14 

Fold marked part to one side.
detach seat material from the 
plastic hooks.

15 

Note! pull the material 

forward Orientation view. 

16 

Release the locks. 

Remove the marked part. 

Note: Take care of the upholstery when 
folding material from tearing.

Note: Take care of the upholstery when 
folding material from tearing.



17 

Note! 

Orientation view. 

18 

Note! 

Orientation view. 

19 

Release the lock. 

Remove the marked part. 



20 

Release the locks. 

Remove the marked detail/details. 

21 

Release the locks. 

Remove the marked part. 

22 

A 



23 

Installing head restraint and monitor together. 

24 

25 

Insert post x2

Note: Check headrest post are secure.

Front view without post. 



26 

27 

Insert the cable with green connector. 

28 

Insert the cable with black connector. 

Front view with post.

3. Install the headrest and routing cables.



29 

Pull cables down. 

30 

Push the head restraint in to place at the same time as 

feeding the cables forward. 

CAUTION! 

Check that the head restraint has locked into place by 

pulling it upwards. 

31 

Fasten the 2 cables to the seat frame with a cable tie. 



32 

Route the 2 cables under the plastic cover. 

33 

Fasten the 2 cables to the seat frame with a cable tie. 

34 

Disconnect the 12volt outlet connector from rear 
of the center console. 

35 

Pull the power cable out down on the driver 
side console. 

4. Installing RSE "Y Power Connector" and
RSE Power Harness.



36 

Installing the (Y) power connector RSE power harness 

(G) in between the 12volt outlet connector, previously 

disconnected. 

37 

Connect the (Y) power connector (G) to the 
12volt outlet connector. 

38 

Connect the power connector to the RSE harness (E) 

G 

E 



39 

Pry and release the multimedia panel. 

40 

Pull the multimedia panel out. 

41 

C

5. Installing the Audio Input Interface.

Unplug the OE audio AUX input connector.

Route the Aii interface cable through the 
inside console.



42 

43 

44 

C 

Connect the Aii interface cable (C) to corresponding 
ends of the OE connector and wire harness.

On the driver side console, feed the Aii interface 
cable (C)  wire down from the multimedia opening. 

Once the Aii interface cables (C) are connected to the OE 
connector and wire harness connected, feed down through 
the multimedia opening.

C 



45 

Place the audio interface (Aii) module between center 

console frame and 12volt connector. 

46 

47 
Route along the inner center console audio and power 

cables. 

Route both cables through under carpet seam.

C D 

B 

Route the Aii Interface cable according to the picture.

Plug harness (C) in the audio interface module (B) in the 

side labeled monitor. 

Plug  (D) in to the audio interface (Aii) module.



48 

49 

Connect the black connector. 

Connect the green connector. 

The groove and the arrow should stand directly opposite each other. 

make sure the groove line up.

50 

Power (E) and audio (I) cables should meet up the RSE 

at the carpet seam.

Route cables under the carpet seam.

Warning: The cables under the seats must be routed in such a 

manner so that the seat can be moved all the way back and 

forward to accomodate different seat positions without placing 

any undue stress on the wiring.

E 

I 



51 

Repeat the method steps for the other seat. 

52 

53 

Install the connector casings. 

L 

Reinstall Aux panel. 



54 

55 

Reinstall the detached components in reverse order. 

Reinstall the battery’s negative cable. 

Install batteries in the remote controls and headphones. 

Rear seat entertainment system 

Place remote control, headphones, cable harness, and 

quick-guide in a suitable place in the vehicles. 




